AD 2.1 ULAA-102 AIP
20 APR 23 RUSSIA
INSTRUMENT ARKHANGELSK APPROACH 122.000 ARKHANGELSK9 RUSSIA
APPROACH ARKHANGELSK TOWER 121.800 TALAG|
CHART - ICAO NDB Z RWY 26

TRANSITION LEVEL: (1) AD ELEV: 62'/19m

TRANSITION ALT/HGT: 3000 '/(910) THR ELEV: 49 '/15.0m
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MSAAT /MSHAT is computed for surface air
temperature at the aerodrome -45.0°C.
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L 64-40 MAX FL200
MNM 7800-/(535)
RTINS Tmin 46km from ARP
;7 NaosTSS
~ FAF
DIST 12.4 TAR

- 64-35 MM /

64-35
IAF
LOM

630 KM |
2300 '/(690)-FL200

. '
ARKHANGELSK 85

[ 6130 @ VINM 7300 /(385)| 6430

~ /Voffbe/-,, DV/770
7;4. 4115 41-20 41-25
781" L ! .
A Alt set: -QNH(QFE on req);
-hPa(mm on req).
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MISSED APPROACH

Climb on track 258° to 7200 /(355)
or above, turn RIGHT to LOM KM,
climbing to 7800 '/(535) or above.
Turn before MAPt is PROHIBITED.
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OCAH) A B C D WARNING:
; ; ; ; ; ; ; ; 1. Visual manoeuvring within sector 087°-250° is PROHIBITED.
Siraightin 420 1(2%,.330 )| 420 1(2%?0 )| 420 1(2:(4]f)10 )| 420 1(2%‘90 )| 2. ATS in ARKHANGELSK Vaskovo CTR is provided by
( ( ( (120) ARKHANGELSK Talagi AD ATS unit outside Vaskovo-Tower OPR HR.
Approoch 3. MAPt at MM. Timing not authorized for defining MAPt.
; ; : ; 0 ; g 1 @ TRANSITION LEVEL:
Circling 460(1(245?0 ) 560(1(5550 ) 660(123@(;0 ) 800(2(36;,0 ) - FLO40 when QNH is 1013 hPa (760mm mercury column) or above;
- FLO50 when QNH is 977 hPa (733mm mercury column) or above,
but less than 1013 hPa (760mm mercury column);
- FLO60 when QNH is less than 977 hPa (733mm mercury column).
GROUND SPEED km/h 150 180 210 240 270 300 330 360 390
RATE OF DESCENT m/s 2.2 2.6 3.0 3.5 3.9 43 48 52 5.6
ft/min 427 512 597 682 768 853 938 1024 1109
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CHANGE: New chart



