AD 2.1 URKK-108 AIP
20 APR 23 RUSSIA
INSTRUMENT RADAR 121.300 KRASNODAR, RUSSIA
APPROACH TOWER 118.200 PASHKOVSKIY
CHART - ICAO DVOR Y RWY 23L
TRANSITION LEVEL: @ TRANSITION ALT: 4000 AD ELEV: 120 '/36m
TRANSITION HGT: (1185) THR ELEV: 120 '/36.5m
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DME KND 8.0 10.0 12.0 14.0 15.8
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MISSED APPROACH . IF
Climb on R045° KND to DVORDME KND, FAF RO45° D33.2 KND
then on track 225° to 800 '/(210) or above, R045° D15.8 KND . KND — 3700/
turn LEFT to NDB XT climbing to 3000 '/(880). ro45" K /(1095)
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; ; ; ; ; ; ; ; - FLO60 when QNH is 977 hPa (733mm mercury column) or above;
Straight-in 550'(430°) | 550°(430°) | 550" (430") | 550 (430") - FLO70 when QNH is 941 hPa (706mm mercury column) or above,
but less than 977 hPa (733mm mercury column).
A h NOTE:
pproac 1. Timing not authorized for defining MAPt.
2. Turn before passing DVORDME KND is PROHIBITED.
Circling 680'(560')| 680'(560')| 780'(660')| 830 '(710')| 3. Wind shear is expected.
GROUND SPEED km/h 150 180 210 240 270 300 330 360 390
m/s 20 24 2.7 3.1 35 3.9 43 47 51
RATE OF DESCENT
ft/m/'n 385 463 540 617 694 771 848 925 1002
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CHANGE: Heading, URR513



