CHANGE: Heading, ACFT types

AIP

AD 2.1 UUBP-39

RUSSIA 23 FEB 23
AERODROME GROUND MOVEMENT tower 118500 BRYANSK, RUSSIA
AND AIRCRAFT PARKING /DOCKING CHART - ICAO APRON  119.200
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WARNING
Not to scale TWY B is not equipped with taxiway edge lights
APRONS: ACFT types: STANDS:
Apron 1 An-12, An-24, An-26, An-74, An-148, 11-76*,
Surface: Cement-Concrete l-114, RRJ-95, Tu-134, Tu-154, Tu-204,
Strength: ~ PCN 26 /R/B/W/T Yak-42, B737-400, B737-500, B757-200,
Apron 2 A-319, A-320, BAe-146-300, Embraer 120,
Surface: Cement-Concrete Embraer 170, Embraer 190, SAAB 3408,
Strength: PCN 22/R/C/W /T SAAB 2000, Avro-146-RJ-85, CRJ-100, CRJ-200 1
. An-148, RRJ-95, BAe-146-300, Embraer 120,
aaatbe Embraer 170, SAAB 340B, SFFB-2000,
Width: /; - %gm Avro-146-RJ-85, CRJ-100, CRJ-200, ATR-42 2
- hm Yak-40, Embraer 120, Embraer 170, SAAB 340B,
Surface: A, B - Cement-Concrete SAAB 2000, Avro-146-RJ-85, CRJ-100, CRJ-200, 3
Strength: A - PCN 24/R/B/W /T M-101T Gzhel
B-PCN 17/R/C/W /T An-24, Yak-40, HEL 4,5
An-2, HEL 6-11 (GRASS)
R-44, R-66 HEL 12 (HANGAR)
* - parking by the instruction of the engineering service specialist.
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