CHANGE: New chart

AIP BOOK 1

AD 2.1 UUOL-39

RUSSIA 27 JAN 22
AERODROME GROUND MOVEMENT AND TOWER 126.300 LIPETSK, RUSSIA
AIRCRAFT PARKING/DOCKING CHART - ICAO LIPETSK
+10° 9\ ‘ PZ - 90.11 coordinates
{\
S STAND | LATITUDE | LONGITUDE
NR (N) (E)

1 52 41 54.66 | 039 3130.77

Y 2 | 52415618 | 039 3131.47

3 52 4157.87 | 039 3132.27

4 52 4154.36 | 039 31 33.58

5 52 4156.24 | 039 31 34.35

6 52 4157.32 | 039 31 34.86

7 52 41 43.98 | 039 32 05.99

8 52 41 43.65 | 039 32 09.07

% 9 52 41 43.37 | 039 32 11.68

23 | 52420119 | 039 3143.12

24 | 524201.21 | 039 3147.30

25 | 52420038 | 039 3152.34

26 | 524200.14 | 039 31 54.01
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Not to scale
APRON 1: STANDS: ACFT types:
Surface: - Asphalt-Concrete 1 An-2, M-12%, M-101T Gzhel, Yak-40, A-27*, ATR-42-320
Strength: - PCN 16/R/B/X/T EMB-120, CRJ-100, CRJ-200 and class below, L-410, SAAB-340B
APRON 2: 2 An-2, An-12, An-28, An-148-100, II-18, Il-114, M-12*, M-101T Gzhel,
Surface: - Asphalt-Concrete Tu-134, Yak-40, Yak-42, A-27*, ATR-42-320, ATR-72*, EMB-120,
Strength: - PCN 41/R/B/W/T L-410, PC-12, SAAB-340B, SAAB-2000
TAXIWAYS: 3 An-2, An-28, 1I-114, M-12*, M-101T Gzhel, Tu-134, Yak-40, Yak-42,
Width: MAIN, 1, A2, 3 - 18m A-27*, ATR-42-320, ATR-72*, CRJ-200 and class below, EMB-120,
A4 - 18-68-33m L-410, PC-12, SAAB-340B, SAAB-2000
Ab -22.5m 4 An-2, An-28, M-101T Gzhel, Yak-40, A-27*, ATR-42-320, EMB-120,
Surface: MAIN - Asphalt-Concrete L-410, SAAB-340B
1, A2, 3, A4, A6 - Cement-Concrete 5 An-2, An-28, M-101T Gzhel, Yak-40, A-27*, ATR-42-320, EMB-120,
Strength: 2‘42A|N, 1,3,Ad4 - ggthzuob/“Eh/eg/X/T L-410, SAAB-340B, Mi-8 HEL and class below
. _ _ _19% M- 7% | .
A6 - PCN 41/R/B/W /T 6 An-2, An-28, M-12*, M-101T Gzhel, A-27%, L-410
7 A-320%, A-321 (92.2T)*, B737-600%, B737-700* and class below,
WARNING: B737-800%, EMB-170
1. Turn pads at the end of RWY 15 are not AVBL. ) 8,9 A-320%, B737-600%, B737-700* and class below, EMB-170
2. MAIN TWY, TWY 1, TWY 3 are not AVBL for ACFT taxiing. . .
3. Taxiing via TWY A4 up to stand 26 is permitted only for HEL. 23,24 Mi-2 HEL, Mi-8 HEL, Ka-26 HEL
3. No strengthened shoulders are AVBL along TWY A2. Taxiing 25, 26 Mi-2 HEL, Ka-26 HEL
of Tu-134, An-12, Yak-42 ACFT shall be carried out at minimum
speed, strictly along the centre line of TWY A2 with the flight * - modifications
crew's increased caution.Taxiing of An-12 ACFT shall be carried
out under inboard engines power.
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