AIP BOOK 1 AD 2.1 UWKD-101

RUSSIA 03 DEC 20
INSTRUMENT RADAR 119.400 KAZAN, RUSSIA
APPROACH START 120.300 KAZAN
CHART - ICAO ILS Y CAT I/1l, LOC Y RWY 11
TRANSITION LEVEL: (1) AD ELEV: 4710°'
TRANSITION ALTITUDE: 4000 THR ELEV: 346
48-55 49-00 /4 49:05 49-10 49-15 4920 g7y 49-25 49-30 49-35 s
130 Volga = oo UWR716 o
FLO60
KAZAN s |
- 55-45 5545
¥ 811"
. /LS DME 581"
° MSA
D18.8 KZN 1117 110.5 1AM Sooﬁ/W,EZ,?iGL 46km from VORDME KZN

| Holding area is not AVBL when UWRT716 is active.l

FAP)/FAF IVisuaI manoeuvring to the north of the AD is PROHIBITED.I
L 55-40 D9.5 XZN 55-40 -
KAZAN Feet | Metres
112.7 KZN (Qnr) | (QFF)
_. oL DA 4000 | (1115)
D18.8 KZN CAT 3100 '-FL050 3100 | (840)
2300 | (600)
& 1800 | (450)
@ VINM 7800 7, P 1700 | (415)
MAX IAS 380km/h N N*;\ 1450 | (339)
‘-
|- 55-35 457 Do 4017. ‘9?9:\\ ~~--_~ 1400 (320) 55-35
° S N 1300 | (290)
\\ , 1
Kuybyshevskoye N 665\ 1 1100 (230)
reservoir Mﬁof\(/l 5'—7%700 \\~ I' 600 (70)
MAX IAS 350km /h \o S
S=="9-30 4935 49-40
o praokzny A : :
1. DME IAM range to RWY 11 THR. 3100 " or below Alt set: -QNH(QFE on req);
2. MAPt (LOC) in D1.9 KZN. MAX IAS 410km/h -hPa(mm on req)
L 5530 SCALE 1 - 300 000 Timing not authorized for defining the MAPt. 55-30 i
n3 0 3 6 N BEARINGS AND TRACKS ARE MAG.
Ll L L I ELEV, ALT IN FEET
48-55 4900 49-05 49-10 49-15 49-20 49-25 DISTANCES IN KILOMETRES
DME KZN 9.5 8.0 6.0
ALTITUDE 1700' 1450" 1100'
IAF
3100 -
-FLO050

MISSED APPROACH

D18.8 kznv Climb on track 111° to D14.0 KZN 3700 or below,

base turn MAPt (LOC) turn LEFT to VOR KZN climbing to 3700 ' or above
FAP/FAF D1.9 KZN then proceed to holding area, or as instructed by
D9.5 KZN | ATC unit,
|
. VORDME KZN
1700 D5.3 iam |
___________________________________ 17¢ |
|
|

CHANGE: New chart

1400 1300°
ILS RDH 50"
krr:QO ll8 1‘6 ll4 WIQ l|0 €I3 (IJ 4 2 0 2 lll (!J :3 WIO 1 2Ikm
OCA(H) A B C D © TRANSITION LEVEL:

o CATI 555 (208")| 565°(218")| 575 (228")| 584" (238") - E%Oasb%\\/’\g;]en QNH is 1013 hPa (760mm mercury column)
Straight-in CATII \ \ \ \ \ \ \ \ - FL060 when QNH is 977 hPa (733mm mercury column)
Approach 466°(120°)| 483°(136°)| 496'(149°) | 509" (162") or above, but less than 1013 hPa (760mm mercury column);

LoC 670'(330")| 670" (330")| 670" (330)| 670" (330")| - Etl(gr(l)n\)/t/hen QNH is less than 977 hPa (733mm mercury
Circling 820'(410')| 910'(500')|1010"'(600')|1100'(690"')
GROUND SPEED km/h 150 180 210 240 270 300 330 360 390 420 450
m/s 2.2 2.6 3.0 35 39 43 48 52 56 6.1 6.5
RATE OF DESCENT
ft/min 430 516 602 688 774 860 946 1032 1118 1204 1290
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