AD 2.1 UWKD-102 BOOK 1 AlIP
03 DEC 20 RUSSIA
INSTRUMENT RADAR 119.400 KAZAN, RUSSIA
APPROACH START 120.300 KAZAN
CHART - ICAO ILSY CAT I, LOCY RWY 29
TRANSITION LEVEL: (1) AD ELEV: 410°
TRANSITION ALTITUDE: 4000' THR ELEV: 410
49100 49105 49110 49115 49120 49125 :19-30 49135 49140 49145
+13° o381"
KAZAN UWR716
FL330
2000 UWR705
500m /7600 ' AGL
e S
- 55-40 yd ~ 55-40
/ So MSA
I DY KlléiN 46km from VORDME KZN
\ . - - ,
\ AN 11 2.1_[<_zﬂ o
S 7556 \\\\{9 3700 -FLO50 [ Holding area is not AVBL when UWR716 is active.
A |Visual manoeuvring to the north of the AD is PROHIBITED.|
A\
Feet | Metres 2
(QNH) | (QFE)
4000 | (1095)
| 55-35 55-35
457" [ 3100 | (820) FAP/FAF
4 2300 (580) D10.9 KZN ILS DME
291" 111.7 1BL UWR703
2000 (490) 0
350m /7700 AMSL
1840 | (440) MAX FLO70
1500 (335) MNM 3700"
1300 (270) MAX 1AS 350km/h 7,( 691
1200 | (240) ' . 712"
1160 | (230) A
- 55-30 810 | (125) 5530 1
650 (70)
Kuybyshevskoye NOTE:
reservoir 1. DME IBL range to RWY 29 THR. 49-40 49-45
2. MAPt (LOC) in D1.9 KZN. . '
Timing not authorized for defining the MAPt. Alt set: -QNH(QFE on req);
3. Turn to VOR KZN is prohibited. ©.
D22.1 KZN -hPa(mm on req).
SCALE 1: 300 000
m3 0 3 6 9km BEARINGS AND TRACKS ARE MAG.
F55-25 L1 1 1 1 55-25 1 ELEV, ALT IN FEET
49-00 49-05 49-10 49-15 49-20 49-25 49-30 49-35] DISTANCES IN KILOMETRES
DME KZN 4.0 6.0 8.0 10.0 10.9
ALTITUDE 810' 1160 1500 1840 2000
MISSED APPROACH IAF
Climb on track 291° to 2000 ', then 3100 '-
turn LEFT to VOR KZN climbing to -FL050
3100 'or above, then proceed to
holding area, or according to chart,
or as instructed by ATC unit. ,4[)14751;((;/\(/)(:) Dégétlaléflv
1 FAP/FAF
VORDME | D10.9 KZN
KZN :
| D4.9 8L
‘29 7° I AW S=""
ILS RDH 50" T~~~ 1200°
1650
T T T T T T T T T T T T T T
km12 10 8 6 4 2 0 2 4 6 8 10 12 14 16 18 km20
OCAH) A B C D @ TRANSITION LEVEL:
- FLO50 when QNH is 1013 hPa (760mm mercury column)
CAT | 620'(210')| 630'(220') | 640'(230"') | 650 '(240") or above;
Straight-in : ; - ; ; : : ; - FLO60 when QNH is 977 hPa (733mm mercury column)
LOC 740'(330°)| 740'(330') | 740'(330"') | 740'(330") or above, but less than 1013 hPa (760mm mercury column);
- FLO70 when QNH is less than 977 hPa (733mm mercury
Approach column).
Circling 820'(410')| 910'(500')|1010'(600')|1100'(690"')
GROUND SPEED km/h 150 180 210 240 270 300 330 360 390 420 450
m/s 22 26 30 35 39 43 48 52 5.6 6.1 6.5
RATE OF DESCENT
ft/min 430 516 602 688 774 860 946 1032 1118 1204 1290
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CHANGE: New chart



