CHANGE: New chart

AlIP AD 2.2 USII-39
RUSSIA 01 DEC 22
AERODROME GROUND MOVEMENT AND TOWER  120.400 IZHEVSK, RUSSIA
AIRCRAFT PARKING /DOCKING CHART - ICAO PERRON  118.900 IZHEVSK
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. Width of the RWY at the turn pad at RWY 01 extremity is 60m. During the turn at the turn pad

. If there is information about threat of unlawful interference act, ACFT shall

. ACFT engine start-up can be executed both on the stands and at engine start-up positions

. ACFT taxiing into/out of stands 3-6 is permitted only by towing.

WARNING:
1. ACFT taxiing under own engines power through vacant stands is
permitted only after the "FOLLOW ME" vehicle.
2. The specially equipped “FOLLOW ME” vehicle is also provided
on the flight crew's request.
3.@ Air taxiing of helicopters is permitted at height of 10m
along the route marked by white (red) flags located at 5m intervals:
- for helicopters which main rotor diameter is more than 15m (Mi-8, Ka-32) -
only if stand 6 is vacant;
- for helicopters which main rotor diameter is 15m or less (Mi-2, Ka-26, R-44,
R-22, EC-135, AS-335, AS-350, Bell-429 and other) - without restrictions.
/I 4.Q Air taxiing of helicopters is permitted at height up to 33 '/10m between
the established landing (take-off) area on the RWY and stand 12 along the route
marked by white (red) flags located at 5m intervals:
- for helicopters which main rotor diameter is more than 11m (Mi-8, Mi-2, Ka-32,
Ka-26 and other) - only if stand 13 is vacant;
- for helicopters which main rotor diameter is 11m or less, if stand 13 is occupied by ACFT
with a wingspan of 29.5m or less (Tu-134, An-24, An-26, Yak-40, L-410, PC-12 and other).

at RWY 01 extremity, ACFT taxiing shall be executed at reduced speed along
the minimum radius of turn, according to the Aeroplane Flight Manual, with increased caution

of the flight crew.

be additionally inspected on special stand 7. ACFT shall be parked
facing north and remain on the stand until complete elimination of unlawful interference threat.

established on the apron and TWY.

ACFT taxiing out of stand 2A is permitted only by towing.

1,2, 2A - PCN 44/R/C/X/T (mixed)
9-11 - PCN 29/R/C/X/T (mixed)
3-8, 12, 13 - PCN 21/F/D/Y /T

TWY 1:

Width: -22m

Surface: - Asphalt-concrete

Strength: - PCN 48/R/C/X/T (mixed)

9. When vacating the runway via TWY 1, ACFT shall taxi at reduced speed, strictly along the marking,
Not to scale with increased caution of the flight crew.
APRON: STANDS: ACFT types:
TAXIWAYS: 2A II-76T, 1I-76 TD
Surface: 1,2,2A,3,9 An-12, 11-18
1, 2, 2A, 9-11 - Asphalt-concrete, Reinforced Concrete 1-6, 8-11, 13, Tu-134, Yak-42
3-8, 12, 13 - Asphalt-concrete 1,2, 2A Tu-154, A-321-100,/200,/NEO,
Strenght: B738-800 and their modifications
1-13 An-2, An-24, An-26, An-74, Yak-40,

EMB-120 and their modifications,

Cessna-C208 and their modifications,

L-410 UVP-E20, Pilatus PC-12

CRJ-100,/200, EMB-170,

A-319, A-320, B737-400,/500/700 and their modifications,
RRJ-95B

1,2, 2A, 9-11,

2, 2A Mi-6, Mi-10K, Mi-26
2-10, 12, 13 Mi-8, Mi-2, Ka-32, Ka-26 and class below HEL
7,12 Helicopters with skid landing gear
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